+ 15.1" LCD panel - TFT active matrix.

- Spill proof water-resistant structure protects circuitry and allows for
easy cleaning.

. A patented finger release lever "Gear Lock" easily adjusts the LCD
angel's tilt angle from 17.5° to 87.5°.

» Security lock prevents unauthorized access to input/output data
device.

- Integrated customer display module mounted at the back of main

display top. (option)

pas, :LE Posiflex Incorporated
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Apacity
Data Memory
Power Source
MSR

Smart Card Reader

Finger Print Sensor
SD-100

MSR

Smart Card Reader

Finger Print Sensor

iButton Reader
SD-200

MSR

Finger Print Sensor

BC-100U
PD-302
CDR
DVR

1 to 255 characters per key
100 years data retention
5V/200 mA max. from the PS/2 KB port
ISO 7811 option 2 tracks(1&2 or 2&3), 3 tracks (1,2&3 with software programmable parameter) or JIS II, KB interface
ISO 7816 compliance / Compliant with Microsoft PC/
SC specification. 1.0 Support one smart card slot, USB interface
E-M type: Detection area: 11.4x11.4 mm/ Detection matrix: 96x96 pixels/ OS support: Win 2000/XP, USB interface
Includes: MSR/ Smart card reader, Finger print sensor /iButton reader
1ISO 7811 option 2 tracks(1&2 or 2&3),3 tracks (1,2&3) or JIS Il
ISO 7816 compliance / Compliant with Microsoft PC/SC specification. 1.0 Support one smart card slot, USB interface
E-M type: Detection area: 11.4x11.4 mm/ Detection matrix: 96x96 pixels/ OS support: Win 2000/XP, USB interface
Programmed by RS232 interface, output through PS/2 KB or RS232 interface
In USB interface, Includes: MSR/Optical finger print sensor/ E-M type finger print sensor
ISO 7811 option 2 tracks(1&2 or 2&3),3 tracks (1,2&3)
Optical type: Detection area: 14.6x18.1 mm/ Resolution: 512 dpi x 8 bit gray scale/
OS support: Win 98/2000/NT 4.0/ XP
E-M type: Detection area: 11.4x11.4 mm/ Detection matrix: 96x96 pixels/ OS support: Win 2000/XP
Infrared Bar Code Reader, USB interface
2 by 20 LCD customer display mounted at the back of main display top, RS232 interface
CDR-2400: External Slim CD ROM
CDWVD-2220: External Slim Combo CD read/write/DVD ROM



